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Fig.2: at 1 m from dosing meter
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Connection plate for units without control

To connect the units' internal signals on the lower
part with the control sources on the upper part.

Upper
part

Lower
part

Electrical connection diagrams
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A heat protector has been fitted to 115V and 230V
motors.

If the current is cut as a result of abnormal
overheating this device is resettable (it is
automatically reactivated when the temperature
returns back to normal) therefore it is not necessary
to carry out any work to the motor.

All the contacts in this diagram are shown in resting
position.
At the electrical level (tank without oil) the minimum
level is activated by a floating system.

Electrical level Þ Tank without oil
Pressure switch Þ Circuit without pressure
Manual pushbutton Þ Not pressed

CAUTION!!!
Safety measures must be taken:
Disconnect the main switch before
carrying out connection coupling.
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Control and Monitoring Device EO03/C-1-0
EO03/C-1-1
EO03/C-1-2

3 flashes
of red led

1- Minimum level of oil in the tank
2- Level switch fault

Oil pressure fault
(Not enough pressure after mmotor being in operation for 3 minutes)

Device configuration fault

- Fill the tank and press the manual pushbutton
-Check the level switch

Check that:
- The pause mode selector is not out of range.
- Selectors s1 and s2 are not at  "0" at the same time.

MONITORING System
If the alarm is activated during the operation of the device, the red led will blink indicating the fault that has happened:

- Check there are no leaks within the circuit
- Check pressure switch status

Þ
Þ
Þ

24VDC
115V~
230V~

- PAUSE time
Programmable by time or pulses through selector

- OPERATION time
Pressure switch signal +10  seconds.
It depends on the flow and number of points within the installation.
A maximum time length of 3 minutes has been set after which the alarm will be
activated.

-ALARM
See Monitoring system
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1 Pause in minutes

Pause in hours

Pause in pulses x10

Device configuration
- Select the desired pause mode through selector s3: Time / Pulses.
- The value of this pause through selectors s1 and s2 (Tens and Units)

Fixed
red led

2 flashes
of red led

Alarm type It indicates To cancel the fault
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Selector S3
(Pause mode)
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Selector S2
(Units)

Selector S1
(Tens)

Application examples:
S1 S2 S3 One lubrication cycle every:

9 0 0 90 seconds
3 5 1
0 1 2
8 0 3
7 5 4

-Time or pulses-

Pause in seconds

Pause in pulses

S1 S2 S3
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Electrical diagrams

Heat protector fitted to 115V and 230V motors.
If the current is cut as a result of abnormal overheating this device
is resettable (it is automatically reactivated when the temperature
returns back to normal) therefore it is not necessary to carry out
any work to the motor.

All the contacts within these diagrams are shown at resting
position.
At the electrical level (tank without oil) the minimum level is
activated by a float system.

Electrical level Þ Tank without oil
Oil pressure switch Þ Circuit without pressure
Air pressure switch Þ Circuit without pressure
Manual pushbutton Þ Not pressed

CAUTION!!!
Safety measures must be taken:
Disconnect the main switch before
carrying out connection coupling.
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Air pressure fault - Check the supply of air and press the manual
pushbutton.

4 flashes
of red led

To be applied to AIR-OIL installations
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